
Modulo analizzatore refrigerante HFO1234yf  
a norma SAE J2912 e VDA da montare sulle 
stazioni di ricarica di serie ADVANCE / TOUCH
> Misura secondo la norma SAE J2912 (% HFO

e altri gas presenti, R134a, R22, HC, aria) e
secondo la norma VDA
(pure a 9 % OK / non OK)

> Precisione ±1%
> Modulo originale approvato SAE con pompa

di aspirazione e tubazioni più raccordo LP
HFO1234yf incluso

> Utilizza il display grafico 4.7” ad icone e
messaggi multilingua delle stazioni A/C serie
ADVANCE

> Possibilità di stampa del report (nelle versioni
dotate di stampante)

Module for the analysis of gas purity HFO1234yf 
certified in accordance with SAE J2912 and VDA 
for ADVANCE / TOUCH
> Measurement in accordance with SAE J2912 (%

of HFO and other gases, R134a, R22, HC, air)
and in accordance with VDA
(purity 9 % OK / not OK)

> Accuracy ±1%
> Original (SAE approved) module with suction

pump and hoses plus LP HFO1234yf fitting
> Graphic 4.7” display with icons and multilingual

messages of the a/c stations Advance
> Possibility of the report print (by the a/c stations

with the printer)

EN

IT

SAE/VDA

BUILT-IN

A I R  C O N D I T I O N I N G
29

GAS ANALYZER


